
Making Technology
	 Work for Excellence...

●	 ISE (Ion Selective Electrode ), low reagent consumption
●	 Maintenance - free electrodes
●	 Automatic reagent replacement warning, inadequate sample warning
●	 Simple and reliable design of fluid tubing system and electrodes, 

minimize the maintenance work

Salient Feature...

3A	-	Na+, K+, Cl-

3B	 -	Na+, K+, Ca2+

4A	-	Na+, K+, Cl-, Li+

5	 -	Na+, K+, Cl-, Ca2+, pH

Low

per test...
Cost 

(An ISO 9001 : 2008 Company)



Measuring Range
Electrode Linearity (mmol/L) Precision Accuracy

K+ 0.3~20.0 ≤ 1.0% ≤ 2.0%

Na+ 20.0~200.0 ≤ 1.0% ≤ 2.0%

Cl- 20.0~200.0 ≤ 1.0% ≤ 2.0% 

iCa2+ 0.1~6.0 ≤ 1.5% ≤ 2.5%

pH 3.0~11.0 (unit) ≤ 0.5% ≤ 2.0%

Li+ 0.2~5.0 ≤ 1.5% ≤ 2.5% 

EASY REPLACEMENT OF REAGENT

REAGENT PACK

OTHER SOLUTIONS

•	 ENVIRONMENT REQUIREMENTS
Ambient temperature: (10-30)°C 
Relative humidity: (20-85) % 
Atmospheric pressure: (86-106) kPa 
Avoid electrical interference 
Avoid direct sunlight 
Proper earthing

•	 MEASURING SPEED
60 samples/hour

•	 SAMPLE
Serum, Urine and CSF

•	 CALIBRATION
Automatic or on demand

•	 SAMPLE VOLUME
User programmable sample volume 
100-200 mL

•	 DISPLAY
5.6” Touchscreen, LCD with backlight 

•	 PRINTER
Internal thermal printer

•	 DATA STORAGE
Upto 50000 Tests

•	 POWER SUPPLY
AC 110 - 240V ±10%, 50/60 Hz, 80 W

•	 INTERFACE
RS232

•	 WEIGHT
Main Unit: 8 kg

LIS Supported 
320*240 Resolution

(An ISO 9001 : 2008 Company)

Please enquire for more details:

P-27, Kalindi Housing Scheme, Kalindi, Kolkata, WB, India, Pin - 700089
TEL : +91-33-25223075/3448/3646 ● Fax: +91-33-25222401 
Email : diatek@rediffmail.com

Call us (Toll Free): 1800 120 5020Website : www.diatek.in

•	 Standard A 390 ml + Standard B 90ml (Total 480ml)

SPECIFICATIONS

•	 Cleaning Solution:  250ml
•	 Deprotein Solution:  6x3ml
•	 Reference Electrode Filling Solution:  10ml
•	 Other Electrode Filling Solution:  10ml
•	 Electrode Activate Solution:  250ml 


